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Annex I and II to LCQ1

Causes of Traffic Accidents Involving KMB buses between 2004 and 2006

	
Cause of accident
	
2004
	
2005
	2006*
(from January to November)


	Factors related to bus drivers
	376
(34.6%)
	416
(37.9%)
	410
(39.6%)



	Factors not related to bus drivers

	711
(65.4%)
	683
(62.1%)
	625
(60.4%)



	Total number of traffic accidents
	1,087
(100%)
	1,099
(100%)
	1,035
(100%)




*Provisional figures for 2006

Source : Analysis of the results of the Hong Kong Police Force’s investigations

Annex II

Guidelines on Working Schedule for Bus Drivers 
Issued by the Transport Department
(Revised on May 1, 2004)

	Guideline A
	Drivers should have a break of at least 30 minutes after 6 hours of duty and within that 6-hour duty, the drivers should have total service breaks of at least 20 minutes;



	Guideline B
	Maximum duty (including all breaks) should not exceed 14 hours in a day;



	Guideline C
	Driving duty (i.e. maximum duty minus all breaks of 30 minutes or more) should not exceed 11 hours in a day; and


	Guideline D
	Break between successive working days should not be less than 9 hours.


� “Factors not related to bus drivers” refer to bus accidents which are not caused by the behaviour of bus drivers, e.g. negligence of pedestrians, negligence of other drivers, passengers’ failure to hold the handrails, as well as situational factors such as articles on the road or slippery roads.





